Item No.| No. Required: | Material: |Description: Revisions: Approval:
*01 1 See Below |Container Sym. Description Date: DE | MFG | QA | MS
*02 1 See Below |Plug
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\ //Z Tapered Plug to Stick Up .005 + .005/-0
i i Matching Taper 6° at Assembly, Finger — Tight.
01 Included Angle

Electro etch, Engrave or Imprint Identification Marking Ref. SR-CF-1X Series

No More than .002 Deep on Surfaces Indicated. Dimensions are in: | X |Inches Millimeters
Notes: 1. Break All Corners .010 - .020 unless otherwise specified. FRONTI ER TECH NOLOGY CORPO RATI ON

2. Press Plug Flush with Container Top, TIG Weld. (Minimum 0.030 Weld
Penetration, Measured Along Joint). XEN |A, OHIO, U.S.A.
Unless Otherwise Specified Tolerances: XX =&/ o] 4 : STANDARD NEUTRON SOURCE DWG. NO.
HXX = £ .005 / . XXXX Basic Angles +/- 30° 24 g EF} LEERLY 1 AA00 R
et e, 2 13- = v.
All Surfaces 32 Finish. :EFG = . b ) MODEL 10 A10010 e 0
: Drawn EFJ 6-13-85
Material: 304 5.5. Per. ASTM A276 or Ad79, ||—amm | Code Ident. No. SA10010
0.20% CO. MAX Signature: Date: Scale
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